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SUBMINIATURE REGULATORS

Drawing number 09127
showing interface to sub-
base is available.
Consult factory.

*All regulators will adjust to 0 PSI (shut-off) and to pressures
above the range shown.



POLYCARBONATE BONNET ALUMINUM BONNET

« To order with gauge, add suffix “G”.

« To order any of the above without gauge ports, change the “0” * To order with gauge, add suffix *G".

after the “3" to a “1” » To order any of the above without gauge ports, change the “0”
« All regulators will adjust to 0 psi (shut-off) and to pressures after the “3"to a “1" _

above the range shown. « All regulators will adjust to 0 psi (shut-off) and to pressures

above the range shown.

Will mount through panel thickness to 5/16” Will mount through panel thickness to 3/8”
Panel hole size: 1-7/32" Panel hole size: 13/16”
All Miniature series regulators are also available with 10-32 ports All Miniature series regulators are also available with 10-32 ports
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CONSTANT BLEED PLUG DESIGN FEATURES

Specifications
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Specifications

Inverse Pressure Effect:
For each 25 psi primary pressure change, the secondary pressure
reacts inversly 1 psi.

Hnd Your Local Monnier Distributor on the Internet




Specifications SERIES 4000 & 5000

SERIES 1000

(Mounting brackets and panel nuts are supplied)

(Mounting brackets and panel nuts are supplied)

¢ To order with gauge, add suffix “G”.

¢ To order with adjustment knob, instead of T-Handle, add
suffix “K”.

« All regulators will adjust to O psi (shut-off) and to pressures

« For “Old Style” regulators, add suffix “OS”. above the range shown.
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PIPE SIZE: 1/4”,3/8" & 1/2”

Mounting threads 1-5/16-12 Mounting threads 3/4-16
Panel hole size 1-3/8” Panel hole size 13/16”
Bracket dimensions are shown in the Accessories Section

Mounting threads 1-5/8-12
Panel hole size 1-3/4”
Bracket dimensions are shown in the Accessories Section

PIPE SIZE: 3/4”,1",1-1/4" & 1-1/2"

3-3/4" (-6 & -8)
47 (-10 & -12)

Mounting threads 1-5/8-12 « Panel hole size 1-3/4”
Bracket dimensions and part numbers are shown in the Accessories Section

Inverse Pressure Effect: Non-relieving regulators are available
For each 50 psi primary pressure change, the
secondary pressure reacts inversly 1 psi.



REGULATORS WITH 102C/111C-3000 SERIES
BUILT-IN CHECK VALVES

101C-3000 SERIES

104C/105C/106C-1000
SERIES

Typical pneumatic cylinder circuit using regulators with built-in check valves.
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@ LABEL

REGULATORS

« To order with gauge, add suffix “G”.

* To order any of the above without gauge ports, change the “0”
after the “3"to a “1” .

« All regulators will adjust to 0 psi (shut-off) and to pressures
above the range shown.

 Inverse Pressure Effect: For each 25 PSI primary presure
change, the secondary pressure reacts inversly 1 PSI.

« To order any of 111-3000 series with an adjustment knob, add
suffix “K”.

SAFETY LOCKOUT VALVES

« To order with gauge, add suffix “G”.

* To order any of the above without gauge ports, change the “0”
after the “3" to a “1”

« All regulators will adjust to 0 psi (shut-off) and to pressures
above the range shown.

 Inverse Pressure Effect: For each 25 PSI primary presure
change, the secondary pressure reacts inversly 1 PSI.

* To order with gauge, add suffix “G”. Example

« To order any of the above without gauge ports, change the “0”
after the “3" to a “1”

« All regulators will adjust to 0 psi (shut-off) and to pressures
above the range shown.

 Inverse Pressure Effect: For each 50 PSI primary presure
change, the secondary pressure reacts inversly 1 PSI.




SIZE 1

SIZE 2

SIZE 3

« To order with an adjutstment knob, add suffix “K”.

¢ To order with an adjutstment knob, add suffix “K”.
« To order without gauge ports, change zero after R to “1".




£

t
T |
[E—)

© 00 0000000000000 000000000 0000000000000O0O0COCVOCGOGOSGIOINOSTIEONONOINOOGOEOSOEOINOOEOEOSOEOPOTOTOOIFIOP

Adapter plates used for mounting
regulator to your manifold or
sandwhich block. Please consult
factory for interface dimensions
and sizes



PILOT OPERATED PIPE MOUNTING
PRESSURE REGULATORS SERIES 4000 & 5000

PIPE MOUNTING
SERIES 1000

Features:

« All regulators will adjust to O psi (shut-off) and to pressures above
the range shown .
« For non-relieving, change the seventh digit in the model no. to a “1”.

3-3/4" (-6 & -8)
47 (-10 & -12)
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MINIATURE PRESSURE RELIEF VALVES

POLYCARBONATE OR
ALUMINUM BONNET

¢ These relief valves should not be used to limit pressures outside
the recommended ranges.

¢ To order with gauge, add suffix “G”.

¢ To order with gauge ports, change the “1” after the “3” to a “0".



